
 RS232/485/422 to 4G DTU
Wireless data transmission 

terminal manual

Please read the product manual carefully before using the product
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Product side Device side

  RS422 connection mode：

12

USB USB interface

12

DC 9-35V

DC 9-35V

 RS422/485 
device

 

Video recorder

 Teller Machine

 Vehicle terminal

Base station

Router

Firewall

Storage server

Platform server
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Mode Band Tx Power(dBm) Mode

GSM

LTE FDD

LTE TDD

GSM 900

DCS 1800

Band 1

Band 3

Band 5

Band 8

Band 34

Band 39

Band 40

Band 41

32.5±1

29.5±1

23±1

23±1

23±1

23±1

23±1

23±1

23±1

23±1

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB
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Mode Band
Rx Sensitivity(dBm)

Typical Mode

GSM

LTE FDD

LTE TDD

GSM 900

DCS 1800

Band 1

Band 3

Band 5

Band 8

Band 34

Band 39

Band 40

Band 41

-109.5

-108.0

-98.0

-98.0

-98.5

-98.5

-98.0

-98.0

-99.0

-99.0

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB

10MHz Bandwidth, 1 RB
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BER<2.43%

BER<2.43%

 S
p
e
c
ific

a
tio

n
s

Working 
frequency bands

Data 
transmission

LTE FDD: Band 1,3,5,7,8

LTE TDD: Band 34,39,40,41(2555MHz-2655MHz)

GSM/GPRS: 900/1800MHz

LTE FDD Rel.13

LTE TDD Rel.13

GPRS

10Mbps DL/5Mbps UL

8.2Mbps DL/3.4Mbps UL

GPRS:85.6kbps DL/85.6kbps UL
(multi-slot class12)

12、

7. Support the two-way data transparent transmission of RS232/RS485/

    RS422 towireless 4G,3G and 2G networks.

8. Communication rate: 300bps~460800bps

9. Power input voltage range: DC 9~35V, Working current: 60mA/12V

10. Use environment: temperature is -20°C to 85°C, Relative humidity is 

      5% to 95%
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